
 

Technical product information  
Thermal paper 55 g/m², white, matt 
Materialcode: TR-55GSM 

Status: Okt-26 
 

The information provided describes the product in its essential technical characteristics. It is for general guidance purposes and 
does not constitute a guarantee or assurance of specific properties. The suitability of the material for the respective purpose is 
to be checked by the user on his own responsibility. Labelident assumes no liability beyond the obligations regulated by law or 
specified in the general terms and conditions of sale. Technical changes in the context of product development are reserved. 
Labelident is not the manufacturer of the raw material described. 
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Material 
White thermal paper made of 90% wood pulp, 10% BPA-free thermal coating,  

Feature Value Unit 
Basis weight approx. 55 g/m² 
Thickness ca. 63 - 68 μm 
Tensile strength (MD) ≥ 2.0 kN/m 
Tear Resistance (CD) ≥ 150 mN 
Image retention rate ≥ 90 % 

 

Thermal Printing Properties - Static 

Feature Value 
Density after heating at 70 °C ≤ 0.25 
Saturation Image Density ≥ 1.05 

 

Thermal Printing Properties - Dynamic 

Feature Value Unit 
Image sensitivity ≤ 10 mJ/mm² 
Saturation Image Density ≥ 1.05  

 

Shelf life 
The material should be stored at a temperature of 5 - 30 °C and a relative humidity below 50% dry, 
protected from light and in the original packaging. Moisture, heat and direct sunlight should be avoided. 
If stored properly, the shelf life is up to 10 years from the date of manufacture and the printed image 
remains legible for up to 10 years. 

Conformities 
The material used is made of a BPA-free thermal paper.  
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